‘BORIN

lllinois Department ; Page 1 of 1
of Transportation SOIL BORING LOG
Do R ighways , Date _ 4/10/02
P92-167-90 IL 78 culvert, 1/2 m. S. of Center
ROUTE FA 642 DESCRIPTION Road : LOGGED BY C. Jenkins
SECTION (10, 1) RS-2 LOCATION _Stockton Twp, - 23SE, SW, SEC. , TWP. 27N, RNG. 4E
COUNTY JoDaviess DRILLING METHOD Hollow Stem Auger HAMMER TYPE __Diedrich Automatic
STRUCT. NO. D} B. | U M lIsirface Water Elev. 938 ft
Station 501+30 El L | C | O StreamBed Elev. 935 ft
PlO}| s i
- BORING NO. B-1b TiwW S |l Groundwater Elev.:
Station 501+10 . {H]'S |Qu| T-Il First Encounter 946 #®Y
Offset 9.00ft Lt CL . Upon Completion 851 #\Y
Ground Surface Elev.__ 996 -~ ft [(ft)| (/16") | (tsf) | (%) || After Hrs. ft
Asphalt
Concrete ) ] 09| 22
MEDIUM brown SILTY CLAY with — P
GRAVEL ]
_ E o740 |
MEDIUM yellow/gray weathered 125
LIMESTONE chunks, probably filt T 18
9560 __ | O
_ : 5
LOOSE yellow/orange weathered - 12
LIMESTONE -1 s
R
92.60
SOFT tan/gray SILTY LOAM 1
' T 1103 34
1318
90.10 _|
-10)
MEDIUM tan/gray weathered 1 2
LIMESTONE T
sa10 _| 19
VERY DENSE yellow/tan [100/6
weathered LIMESTONE T1PEN
~.. | Auger Refusal '
85.107 __|
End of Boring ::J.é
&.5

The Unconfined Compressive Strength (UCS) Faiture Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
~.The SPT (N value) is the sum of the last two blow values in each sampling zone (AASHTO T206)

-BBS, from 137 (Rev. 8-99)
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lllinois Department

» - Page 1 of 1
of Transportation SOIL BORING LOG
vais}on of t:lighways
Devtton of High Date __4/10/02
P92-167-90 IL 78 culvert, 1/2 m. S. of Center
ROUTE FA 642 DESCRIPTION Road LOGGED BY C. Jenkins
SECTION (10, 11)RS-2 LOCATION _Stockton Twp. - 23SE, SW, SEC. . TWP. 27N, RNG. 4E 7
COUNTY JoDaviess DRILLING METHOD Hollow Stem Auger HAMMER TYPE _ Diedrich Automatic
STRUCT. NO. D} B 1 U |'M |l syrface Water Elev. 938 ft
Station ~_501+30 El L | €| O StreamBedElev. 935 ft
, Ploj|s |1 -
" BORING NO. B-2b TIw S || Groundwater Elev.:
Station 501+45 H1 S 1 Qul T Il FirstEncounter None _ ft
Offset 9.50ft Rt CL : Upon Completion Dry ft
- Ground Surface Elev, 999 ft [ ()] (6")| {ts) | (%) || After Hrs. ft
Asphalt . E
Concrete ] 11 ] 21
STIFF brown SILTY CLAY TILL — P
‘ 97.40 |
MEDIUM brown SILTY LOAM 3
3 13 jos]| 24
95.90 418
: "
SOFT black/brown SILTY LOAM 0 .
1t ]o3]30
93.40 B
MEDIUM gray/black SILTY LOAM 2
: T 120538
3 B
9040 |
. -10]
VERY DENSE yellow weathered 5
LIMESTONE 1 a2
K 8840 | 56
Same as above 100/31
86.40 PEN -
End of Boring ]
-1
20)

The Unconfined Com

pressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetromater)
The SPT (N value) is ¥ (8-Bulge, S-Shear, P-Penetrometer)

the sum of the last two blow values in each sampling zone (AASHTO T206)
: . . BBS, from 137 (Rev. 8-99)
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